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Elegant theater binoculars with high-quality optics and performance. Achromatic, fully coated optics ensure very good
image reproduction and brightness with classic 3x25 parameters and central distance focusing. The binoculars are
equipped with a handle with adjustable length from 10 to 16 cm Characteristics â€¢ achromatic optics (two-element
lenses) â€¢ the use of BaK-4 optical glass instead of the cheaper BK-7 â€¢ full coverage with MC layers â€¢ central focusing
â€¢ adjustable handle (extendable) Elements of the set â€¢ binoculars â€¢ optics cleaning cloth â€¢ case / cover Technical
parameters â€¢ magnification: 3x â€¢ lens diameter: 25 mm â€¢ optical system material: BaK-4 glass â€¢ optical construction
Galileo binoculars â€¢ prisms: no (straight construction, like roofing), BaK-4 glass â€¢ exit pupil diameter: 8.3 mm â€¢ exit
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pupil offset: 5 mm â€¢ field of view: 6 ° / 105 m / 1000 m â€¢ minimum focusing distance: 3.5 m
â€¢ eyepiece
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(maximum): 70 mm â€¢ focus adjustment: yes, central dial â€¢ body: metal â€¢ anti-reflective layers: multilayer, on all
surfaces â€¢ weight: 188 g Warranty 2-year shop warranty, lifetime manufacturer's warranty Elegant theater binoculars
with high-quality optics and performance. Achromatic, fully coated optics ensure very good image reproduction and
brightness with classic 3x25 parameters and central distance focusing. The binoculars are equipped with a handle with
adjustable length from 10 to 16 cm Characteristics â€¢ achromatic optics (two-element lenses) â€¢ the use of BaK-4 optical
glass instead of the cheaper BK-7 â€¢ full coverage with MC layers â€¢ central focusing â€¢ adjustable handle (extendable)
Elements of the set â€¢ binoculars â€¢ optics cleaning cloth â€¢ case / cover Technical parameters â€¢ magnification: 3x â€
lens diameter: 25 mm â€¢ optical system material: BaK-4 glass â€¢ optical construction: Galileo binoculars â€¢ exit pupil
diameter: 8.3 mm â€¢ exit pupil offset: 5 mm â€¢ field of view: 6 ° / 105 m / 1000 m â€¢ minimum focusing distance: 3.5 m â€
eyepiece spacing (maximum): 70 mm â€¢ focus adjustment: yes, central dial â€¢ body: metal â€¢ anti-reflective layers:
multilayer, on all surfaces â€¢ weight: 188 g Warranty 2-year shop warranty, lifetime manufacturer's warranty (below presentation with the handle unfolded to the maximum)
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